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DALI-2 RECESSED LIGHTS
JUNA SERIES
• 	�Light colour can be flexibly switched between 

3000 and 4000 K 

• 	�High luminous efficacy of up to 144 lm/W

• 	�Long LED service life: L80B50 > 100,000 h

• 	�Protection type IP54 on the room side  
(recessed mounting)

• 	�Emergency lighting module available as an 
optional accessory

• 	�Mounting accessories for every type of ceiling

DEMAND-DRIVEN FOR INCREASED EFFICIENCY:  
E.G. WITH THE  
COMPACT APC20 DALI-2 PRESENCE DETECTOR

EFFICIENT, DURABLE  
AND FLEXIBLE LIGHTING. 
ESY!
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High luminous efficacy, long LED service life, IP54 – the JUNA series 
demonstrates how standard lighting, too, can stand out far from the average. 
The homogeneous, dazzle-free light and the switchable light colour allow 
the recessed lights to be used flexibly in offices, educational institutions and 
healthcare facilities. The mounting accessories mean that the product is 
compatible with every type of ceiling.

• 	�Recessed lights for ceiling systems with visible or concealed mounting rails

• 	�Light colour can be flexibly switched between 3000 and 4000 K

• 	�DALI-2-certified driver for energy-efficient light control, with simple connector

• 	�High luminous efficacy of up to 144 lm/W

• 	�Long LED service life of > 100,000 h L80B50 at 25 °C

• 	�Homogeneous, dazzle-free illumination due to the flat backlight arrangement 
and coordinated lenses

• 	�Suitable for screen-based workplaces due to UGR ≤ 19

• 	�Robust metal housing with a low design height of 28 mm and a front that is 
made from a single piece

• 	�High-quality, opal, micro-prismatic diffuser made from PS plastic

• 	�Protection type IP54 on the room side in the case of recessed mounting

• 	�SwitchDIM function for conventional push buttons

• 	�Suitable for every type of ceiling due to extensive range of optional 
mounting accessories

• 	�Optional emergency lighting module for security lighting with durable 
LiFePO4 battery (3 h) and automatic testing

• 	�Light colour can be flexibly switched between  
3000 and 4000 K

• 	� DALI-2-certified driver for energy-efficient light control

• 	� High luminous efficacy of up to 144 lm/W

• 	�Protection type IP54 on the room side  
(recessed mounting)

EMERGENCY LIGHTING MODULE*
1. 	�The desired light colour can be flexibly adjusted 

between 3000 and 4000 K

2. 	�The junction box is securely connected to the 
driver. This makes it easier to handle larger cable 
cross-sections of up to 2.5 mm²

3. 	�Luminaires and drivers are easily connected to 
one another via plug and play

EASY ADJUSTMENT AND CONNECTION
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JUNA PNL 600 DDP OP 4000 830/840 IP54 DALI-2
(white, similar to RAL 9016) EQ10600432 3000 K

4000 K
4000 lm
4200 lm

29 W
29 W

137 lm/W
144 lm/W < 19 DDP OP

IP20 / IP54 
under the ceiling 

(recessed 
mounting)

DALI-2 E L 595, W 595, H/D 28 

PRODUCT OVERVIEW

LIGHT DISTRIBUTION

 C0,  C90,  C0 / C90 cd/klm

JUNA 600 
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* Expected to be available 
from Q2 2026.

EM-SET Li-Ion 5000mAh 3h
EN10080203

0302



MOUNTING ACCESSORIES

Image credits:
iStock: 1350784650, 1555753611

For delivery times and further information on our products,  
please refer to our website.
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Pendulum sets for suspended mounting

PENDULUM SET 1200
EQ10600159

PENDULUM SET 1000
EQ10600166

DROP PROTECTION
EQ10600500
* �Drop protection is required in the case of recessed 

or flush mounting.

Drop protection*

Surface-mounting frame for concrete ceilings Recessed-mounting frame or mounting clip set for plaster and wooden ceilings

JUNA MOUNTING FRAME 600 SM WH
EQ10600456

JUNA MOUNTING CLIPS SET RM 
EQ10600494

JUNA MOUNTING FRAME 600 FM WH
EQ10600470

max. 30 mm max. 15 mm


