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SUNJA SERIES OUTDOOR 
FLOODLIGHTS
• 	�Robust and bright with rotating and tilting 

luminaire head

• 	�Optionally attachable motion detector with 
creep protection and push button input

• 	�Detector with afterglow or orientation light for 
additional safety

• 	�Light colour can be flexibly switched between 
2700 and 4000 K

BRIGHT LIGHT, SOFT 
AFTERGLOW. ESY!

OUTDOOR LIGHTING  |  GB
SUNJA SERIES FLOODLIGHTS

The detector can be easily parameterised via ESY-Pen and  
ESY-App or via remote control – including password protection. 
Basic settings: Via potentiometer on the device!



ROB UST LUMINOSITY

SUNJA TR 1300

SUNJA TR 7200

SUNJA TR 10500

SUNJA TR 4300

Whether in commercial or residential areas, the bright LED floodlights from  
the SUNJA series ensure optimal illumination and offer intelligent control 
using a separate motion detector as an optional accessory. The motion 
detector can be easily attached to the luminaires, improves energy efficiency 
and provides additional safety after dark with dimmed afterglow or orientation 
light. The robust luminaire housing offers exceptional reliability, while clever 
details simplify installation.

• 	� Light colour can be flexibly switched between  
2700 and 4000 K

• 	� Easy-to-attach motion detector as an optional accessory

• 	� Motion detector with creep protection and additional 
afterglow or orientation light

5 IP65 IK08

SUNJA is available in four sizes, in anthracite or 
white. For increased energy efficiency and safety, 
an intelligent motion detector is available as an 
optional accessory – and is easy to attach via plug 
and play.

LIGHT DISTRIBUTION
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AFTERGLOW ORIENTATION LIGHT

After the switch-off delay time has ended, the 
afterglow stays on for a while longer, emitting 
a dimmed light. So if you're away for just a brief 
period of time, for example, you'll return to a 
pleasant basic lighting level.

Anyone looking for increased safety and convenience needs more than just a 
simple ON/OFF. The SUNJA motion detector therefore additionally offers two 
twilight-dependent light modes:

Level of brightness 
above threshold 

Level of brightness 
below threshold

Movement No movement,
switch-off delay time starts

Switch-off delay time 
ends, afterglow starts

Afterglow 
ends

18:00 00:00 06:00

Alternatively, the orientation light can provide 
permanent dimmed basic lighting after sundown. 
The SUNJA shines at full brightness only when the 
detector detects movement. 

INTELLIGENTLY CONTROLLED

 	� Lighting

 	� Reduced luminous efficiency

  	� Present

  	� Absent

SUNJA switches an entire lighting group if required. By connecting in parallel up to ten 
luminaires with a motion detector, the field of detection can be easily expanded further. 

Level of brightness 
above threshold,
orientation light ends

Level of brightness 
below threshold,
orientation light starts

Movement No movement,
switch-off delay 
time starts

Switch-off delay 
time ends

18:00 00:00 06:00

DETECTION RANGE

Installation height 2.5 m 4 m

 Diagonal (A) Ø 24 m Ø 24 m

 Head-on (B) Ø 4.4 m Ø 7 m

 Creep protection (C) Ø 8 m Ø 8 m240˚

BA

C

When switching on and off and when switching between 
full and low luminous efficiency in the case of afterglow and 
orientation light, SUNJA increases or decreases the light in  
a way that is gentle on the eyes. 

04 05



FOR VARIABLE U SE

The light colour of SUNJA can be flexibly switched between  
2700 and 4000 Kelvin on the rear of the housing.

The luminaire head of SUNJA can be rotated and 
tilted to ensure optimal alignment.

A fastening is available as an optional accessory for 
mounting on outer corners.

The motion detector can be easily configured 
via ESY-Pen and ESY-App or via remote 
control – including password protection to  
prevent unauthorised parameterisation.

The detector's basic settings can be easily adjusted 
via the potentiometer on the bottom.

The one-handed plug-in base enables simple wall mounting with its large  
wiring space – and simplifies through-wiring due to the double cable entry  
with elastic sealing membrane.

A push button can be connected if needed, for example for manually switching 
on the lighting from the inside of the building.

Afterglow duration / 
orientation light

Motion sensor 
sensitivity

Switch-off delay time / 
twilight switch

Level of 
brightness
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Image credits:
iStock: 2154844022, 493693166, 2158397125

For delivery times and further information on our products, please refer 
to our website.
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1300 / 10 W

SUNJA FL TR 1300 827/840 AN
(graphite grey, similar to RAL 7024) EL10810947 827/840 1300 lm 10 W 130 lm/W TR IP65 ON/OFF

LED EEI

C L 231, W 180, H 120 

SUNJA FL TR 1300 827/840 WH
(white, similar to RAL 9003) EL10810954 827/840 1300 lm 10 W 130 lm/W TR IP65 ON/OFF

LED EEI

C L 231, W 180, H 120 

4200 / 30 W

SUNJA FL TR 4300 827/840 AN
(graphite grey, similar to RAL 7024) EL10810961 827/840 4300 lm 30 W 143 lm/W TR IP65 ON/OFF

LED EEI

C L 252, W 191, H 120 

SUNJA FL TR 4300 827/840 WH
(white, similar to RAL 9003) EL10810978 827/840 4300 lm 30 W 143 lm/W TR IP65 ON/OFF

LED EEI

C L 252, W 191, H 120 

7200 / 48 W

SUNJA FL TR 7200 827/840 AN
(graphite grey, similar to RAL 7024) EL10810985 827/840 7200 lm 48 W 150 lm/W TR IP65 ON/OFF

LED EEI

C L 280, W 230, H 132 

SUNJA FL TR 7200 827/840 WH
(white, similar to RAL 9003) EL10810992 827/840 7200 lm 48 W 150 lm/W TR IP65 ON/OFF

LED EEI

C L 280, W 230, H 132 

10500 / 70 W

SUNJA FL TR 10500 827/840 AN
(graphite grey, similar to RAL 7024) EL10811005 827/840 10500 lm 70 W 150 lm/W TR IP65 ON/OFF

LED EEI

C L 318, W 280, H 132 

SUNJA FL TR 10500 827/840 WH
(white, similar to RAL 9003) EL10811012 827/840 10500 lm 70 W 150 lm/W TR IP65 ON/OFF

LED EEI

C L 318, W 280, H 132 

Product group / product name Item no. Product description Dimensions (mm) Ne
w

Accessories

SUNJA EDGE MOUNTING AN EL10811029 Corner bracket for mounting SUNJA FL LED floodlights on outer corners L 62, W 111, H 71 

SUNJA EDGE MOUNTING WH EL10811036 Corner bracket for mounting SUNJA FL LED floodlights on outer corners L 62, W 111, H 71 

SUNJA MD 240° 24 IR 1C IP65 AN EL10811043 Motion detector with 240° detection angle, Ø 24 m detection range, creep protection for intelligently controlling  
SUNJA FL LED floodlights, with trimmable lens mask for limiting the field of detection L 69, W 70, H 78 

SUNJA MD 240° 24 IR 1C IP65 WH EL10811050 Motion detector with 240° detection angle, Ø 24 m detection range, creep protection for intelligently controlling  
SUNJA FL LED floodlights, with trimmable lens mask for limiting the field of detection L 69, W 70, H 78 

DEFENSOR REMOTE CONTROL EM10025501 IR remote control for quickly and easily adjusting the level of brightness, switch-off delay time, detection sensitivity and  
other parameters L 100, W 50, H 9 

ESY-Pen EP10425356 ESY-Pen and ESY-App, two tools for every task: (1) parameterisation, (2) remote control, (3) light measurement,  
(4) project management L 166, W 24, H 21.5 

Spare parts

SUNJA MD LENS MASK EL00811104 Trimmable lens mask for limiting the field of detection of the motion detector Ø 65, H 28 

SUNJA 10/30W WALL BASE UNIT AN EL00811067 Connection base for SUNJA with 10 or 30 W L 80, W 79, H 17 

SUNJA 10/30W WALL BASE UNIT WH EL00811074 Connection base for SUNJA with 10 or 30 W L 80, W 79, H 17 

SUNJA 48/70W WALL BASE UNIT AN EL00811081 Connection base for SUNJA with 48 or 70 W L 98, W 89, H 20 

SUNJA 48/70W WALL BASE UNIT WH EL00811098 Connection base for SUNJA with 48 or 70 W L 98, W 89, H 20 
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