DATA SHEET

ESYLUX-

PUSHBUTTON x8 TW ELC
Item number GTIN Product description
EC10430930 4015120430930 « 8-way button tunable white
« For controlling light scenes and for the manual override of lights
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WARRANTY
Technical data
GENERAL Protection type 1P20
Device category Push button Permissible ambient temperature -10°C..+40°C
Conformity CE, EAC, RoHS, WEEE Relative humidity 5-93 %, non-condensing
Warranty 5years Colour white
Compatible with switch range BERKER: S1, B1, B3, B7 glass
ATTACHMENT GIRA: Standard55, E2, Event, Esprit
- - JUNG: A500, Aplus
Installation type Recessed mounting MERTEN: M-smart, M-Arc,M-Plan
Installation position Wall
Type of connection Push terminal ELECTRICAL VERSION
Connectable wire cross section 0.5-0.75mm’ Control system DALI
Protection class Il
HOUSING
Dimensions Length 80.5 mm x Width 80.5 mm x Height 21.5 mm AUTOMATION
Weight 859 Bus voltage 9,5-24VDC
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PUSHBUTTON x8 TW ELC
Item number GTIN
EC10430930 4015120430930
Dimension drawing Circuit diagram
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Standard operation.

Detailed product description

« 8-way push button Tunable White

« For controlling light scenes and manually overriding lights
* Standard functions: On, off, dimming

* Three light scenes can be individually created and stored

« SymbiLogic reactivation after manual override
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          DATA SHEET  Product description  Technical data  Accessories  Dimension drawing  Detection range  Factory settings  CHANNELS (LIGHTING / HVAC)  System components  EC10430930  PUSH BUTTON x8 TW ELC    8-way button tunable white For controlling light scenes and for the manual override of lights
    8-way push button Tunable White For controlling light scenes and manually overriding lights Standard functions: On, off, dimming Three light scenes can be individually created and stored SymbiLogic reactivation after manual override  Field of detections  Light distribution  Light distribution  Light distribution  Circuit diagram  Planning aids  Detailed product description  Assembly drawing  General note  http://xom-tomcat:8080/xom-rest/assets/df1bc9cb-771e-4d89-8252-2e52ec7f4dad/content  http://xom-tomcat:8080/xom-rest/assets/f806b82d-4c68-4df4-933c-f946da3eb855/content  http://xom-tomcat:8080/xom-rest/assets/ac4283be-f9b1-4962-9bf3-2768fb7affc9/content  http://xom-tomcat:8080/xom-rest/assets/59cb3520-0a98-460c-890c-4b00e7d2e549/content         Item number  GTIN   EC10430930  4015120430930         GENERAL     Device category  Push button   Conformity  CE, EAC, RoHS, WEEE   Warranty  5 years         ATTACHMENT     Installation type  Recessed mounting   Installation position  Wall   Type of connection  Push terminal   Connectable wire cross section  0.5 – 0.75 mm²         HOUSING     Dimensions  Length 80.5 mm x Width 80.5 mm x Height 21.5 mm   Weight  65 g   Protection type  IP20   Permissible ambient temperature  -10 °C...+40 °C   Relative humidity  5 – 93 %, non-condensing   Colour  white   Compatible with switch range  BERKER: S1, B1, B3, B7 glass 
GIRA: Standard55, E2, Event, Esprit 
JUNG: A500, Aplus 
MERTEN: M-smart, M-Arc, M-Plan          ELECTRICAL VERSION     Control system  DALI   Protection class  III         AUTOMATION     Bus voltage  9,5 - 24 V DC  http://xom-tomcat:8080/xom-rest/assets/5b28ed05-2ff0-4f37-9468-f6cdc3806ed5/content  Standard operation.

