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Product description

* DALI-2DT8 plug-and-play LED driver set for Tunable White ESYLUX satellite LED luminaires

* Output current 700 mA

« Primary side: terminal for cables up to 5x2.5 mm’

« Secondary side on driver: 0.5 m blue cable (cold-white channel) and 0.5 m red cable (warm-white channel)

with R}45 plugs
* SwitchDIM function

GENERAL HOUSING
Device category Control gear Dimensions Length 117 mm x Width 45.5 mm x Height 29 mm
Product information Meets DALI-2 standard Weight Mg
SwitchDIM function Material PC + ABS
Userinterface DALI-Bus Protection type P20
Conformity CE,EAC, RoHS, WEEE Permissible ambient temperature -20°C..+50°C
Test symbol ENEC25 Relative humidity 5-85%, non-condensing, non-condensing
Product-specific information Meets DALI-2 standard Colour Black
SwitchDIM function
Warranty Syears ELECTRICAL VERSION
Control system DALI-2
ATTACHMENT
: - Protection class [
Installation type Recessed mounting -
Nominal voltage 200-240VAC/DC/50 - 60 Hz
Installation position Ceiling
) ) Output voltage 12-46VDC
Type of connection Push terminal, Plug
In-rush current 3TA/ 13 s
Connector RJ45
- - ; Output current 700 mA
Connectable wire cross section 0.75-2.5mm .
Power consumption AW
Number of contacts 5 -
Power consumption 180 mA
Length of cable 0.5m -
Stand-by consumption <0.5W
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Detailed product description

*  DALI-2DT8 plug-and-play LED driver set for Tunable White ESYLUX satellite LED luminaires

* Current output 700 mA

« Primary side: Terminal for cables, up to 5 x 2.5 mm’

Secondary side on driver: 0.5 m blue cable (cold-white channel) and 0.5 m red cable (warm-white channel) with
RI45 plugs

SwitchDIM function
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          DATA SHEET  Product description  Technical data  Accessories  Dimension drawing  Detection range  Factory settings  CHANNELS (LIGHTING / HVAC)  System components  EQ10127847  DRIVER-SET TW 32W 700mA RJ45 DALI-2 DT8   
 DALI-2 DT8 plug-and-play LED driver set for Tunable White ESYLUX satellite LED luminaires
 Output current 700 mA
 Primary side: terminal for cables up to 5x2.5 mm²
 Secondary side on driver: 0.5 m blue cable (cold-white channel) and 0.5 m red cable (warm-white channel) with RJ45 plugs
 SwitchDIM function 

    DALI-2 DT8 plug-and-play LED driver set for Tunable White ESYLUX satellite LED luminaires Current output 700 mA Primary side: Terminal for cables, up to 5 x 2.5 mm² Secondary side on driver: 0.5 m blue cable (cold-white channel) and 0.5 m red cable (warm-white channel) with RJ45 plugs SwitchDIM function   Field of detections  Light distribution  Light distribution  Light distribution  Circuit diagram  Planning aids  Detailed product description  Assembly drawing  General note  http://xom-tomcat:8080/xom-rest/assets/7fea7f7c-5b0e-4ac4-b312-c2294bda0f93/content  http://xom-tomcat:8080/xom-rest/assets/f806b82d-4c68-4df4-933c-f946da3eb855/content  http://xom-tomcat:8080/xom-rest/assets/79c3c562-b814-4554-8cd5-72f9cebd6221/content  http://xom-tomcat:8080/xom-rest/assets/4bffe85b-9c0d-4748-a410-11671489b685/content  http://xom-tomcat:8080/xom-rest/assets/2b1c65df-94e8-4f80-bd31-5c8da1d28630/content          Verpackung_Pikto_Merkmal  Verpackung_Pikto_Text  Verpackung_Pikto_Bild   Nennspannung_Verpackungslabel  200 – 240 V AC/DC     Steuerungssystem  DALI-2  http://xom-tomcat:8080/xom-rest/assets/8c2959a4-317e-42a2-842b-60a2379b3c8c/content   Schutzart_Verpackungslabel (Hilfsmerkmal)  IP20  http://xom-tomcat:8080/xom-rest/assets/e86c4f3c-254b-4e98-83f7-5836a26d9e18/content   Schutzklasse  II  http://xom-tomcat:8080/xom-rest/assets/0ea42c62-5fb9-4fec-a935-76436bccef19/content         Item number  GTIN   EQ10127847  4015120127847         GENERAL     Device category  Control gear   Product information  Meets DALI-2 standard SwitchDIM function   User interface  DALI-Bus   Conformity  CE, EAC, RoHS, WEEE   Test symbol  ENEC 25   Product-specific information  Meets DALI-2 standard SwitchDIM function   Warranty  5 years         ATTACHMENT     Installation type  Recessed mounting   Installation position  Ceiling   Type of connection  Push terminal, Plug   Connector  RJ45   Connectable wire cross section  0.75 – 2.5 mm²   Number of contacts  5   Length of cable  0.5 m         HOUSING     Dimensions  Length 117 mm x Width 45.5 mm x Height 29 mm   Weight  279 g   Material  PC + ABS   Protection type  IP20   Permissible ambient temperature  -20 °C...+50 °C   Relative humidity  5-85%, non-condensing, non-condensing   Colour  Black         ELECTRICAL VERSION     Control system  DALI-2   Protection class  II   Nominal voltage  200 – 240 V AC/DC / 50 – 60 Hz   Output voltage  12 – 46 V DC   In-rush current  3.7 A / 173 µs   Output current  700 mA   Power consumption  34 W   Power consumption  180 mA   Stand-by consumption  < 0.5 W

