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Product description

• LED �oodlight with high-grade die-cast aluminium housing and integrated motion detector with 160° �eld
of detection for convenient lighting control

• 30 W LED luminous ef�ciency corresponds to 139 W light bulb, light colour approx. 3000 K white

• High light yield of 113 lm/W, excellent colour rendering index Ra 80

Offers special product features like:
• Overvoltage protection up to 2.5 kV

• Integrated motion detector

• Zero-cross switching

Technical data

GENERAL

Device category Floodlights

Product information The �oodlights are intended for use outdoors. If used
inside (e. g. below the ceiling) the heat cannot be
suf�ciently discharged where necessary.
Intense sunlight over a longer period of time can
change the color tone.

User interface Adjusting controller

Remote controllable –

Conformity CE, EAC, RoHS, WEEE

Warranty 3 years

ATTACHMENT

Installation type Surface mounting

Installation position Wall

Type of connection Screwed terminal

Connectable wire cross section 1.5 – 2.5 mm²

Number of contacts 3

HOUSING

Dimensions Length 250 mm x Width 290 mm x Height 86 mm

Weight 1880 g

Material Die-cast aluminium and UV-stabilised plastic

Protection type IP65

Permissible ambient temperature -25 °C...+40 °C

Impact resistance IK08

Colour black, similar to RAL 9005

ELECTRICAL VERSION

Control system ON/OFF

Protection class I

Nominal voltage 230 V ~ / 50 Hz

In-rush current 2.6 A / 290 µs

Leakage current 0.215 mA

Stand-by consumption 0.5 W

LIGHT

Diffuser transparent

Light emission direct

Beam angle 110 °

Flicker factor <20 %

Rated output P 30 W

Luminous �ux - min 3400 lm

Luminous �ux - max 3400 lm

Luminous ef�cacy - min 113 lm/w

Luminous ef�cacy - max 113 lm/w

Colour temperature 3000 K

Colour rendering index Ra > 80

Colour tolerance 2 SDCM

L70B10 lifetime at 25°C 45000 h

Life time L70B50 at 25 °C 45000 h

Life time L80B10 at 25 °C 30000 h

Life time L80B50 at 25 °C * 30000 h

Life time L90B10 at 25 °C 15000 h

Life time L90B50 at 25 °C 15000 h

SENSORS

Detection angle 160°

Detection range diagonally 12 m
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Detection range head-on 5 m

Range adjustment mechanically with included cut to size lens mask

Field of detection 201 m²

Recommended installation height 2.5 m

Max. mounting height 4 m

Level of brightness 3 – 1000 lx

Switch-off delay time 10 s...15 min (adjustable in steps)

Factory settings

Channel C1

Level of brightness/switching threshold 300 lx

Switch-off delay time 3 min

Accessories

Product designation Item number Product description GTIN

Mounting

FL WALL ARM 700 BK EL10810534 Wall arm for �oodlight, 700 mm, including adapter, black 4015120810534

FL GROUND SPIKE BK EL10810558 Wall arm for �oodlight, including adapter, black 4015120810558

Dimension drawing Light distribution

2/3



DATA SHEET

SUN AFL TR 3400 830 MD BK

Item number GTIN

EL10810138 4015120810138

Field of detections Detection range Circuit diagram

 Diagonally (A) 12 m

 Frontal (B) 5 m

Standard operation with optional connection of external loads.

Detailed product description

• LED �oodlight with high-grade die-cast aluminium housing and integrated motion detector with 160° �eld of
detection for convenient lighting control

• 30 W LED luminous ef�ciency corresponds to 139 W light bulb, light colour approx. 3000 K white

• High light yield of 113 lm/W

• Excellent colour rendering index Ra 80

• Stainless steel ITD special bracket, additionally varnished, for wall, inner and outer corner mounting

• Secure mounting thanks to separate connection box with easily accessible connection clamps

• All external screws made from stainless steel

• Life time L80B50 at 25 °C *: 30000 h
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          DATA SHEET  Product description  Technical data  Accessories  Dimension drawing  Detection range  Factory settings  CHANNELS (LIGHTING / HVAC)  System components  EL10810138  SUN AFL TR 3400 830 MD BK    LED floodlight with high-grade die-cast aluminium housing and integrated motion detector with 160° field of detection for convenient lighting control 30 W LED luminous efficiency corresponds to 139 W light bulb, light colour approx. 3000 K white High light yield of 113 lm/W, excellent colour rendering index Ra 80 Offers special product features like:
  Overvoltage protection up to 2.5 kV Integrated motion detector Zero-cross switching    LED floodlight with high-grade die-cast aluminium housing and integrated motion detector with 160° field of detection for convenient lighting control 30 W LED luminous efficiency corresponds to 139 W light bulb, light colour approx. 3000 K white High light yield of 113 lm/W Excellent colour rendering index Ra 80 Stainless steel ITD special bracket, additionally varnished, for wall, inner and outer corner mounting Secure mounting thanks to separate connection box with easily accessible connection clamps All external screws made from stainless steel Life time L80B50 at 25 °C *: 30000 h  Field of detections  Light distribution  Light distribution  Light distribution  Circuit diagram  Planning aids  Detailed product description  Assembly drawing  General note  http://xom-tomcat:8080/xom-rest/assets/8c504cb9-5a39-486a-ad21-bab5b598801f/content  http://xom-tomcat:8080/xom-rest/assets/43d48a7f-c392-41ef-a4e6-35eb1e00d525/content  http://xom-tomcat:8080/xom-rest/assets/71245625-6bd2-4735-aedb-5b1d32c80781/content  http://xom-tomcat:8080/xom-rest/assets/8c73c879-1425-4f4d-a5b5-91e1ca8d2099/content  http://xom-tomcat:8080/xom-rest/assets/61f910b7-6a21-4623-8faa-8b1edec805ee/content  http://xom-tomcat:8080/xom-rest/assets/6815ca72-28b4-4206-86cc-0c3e169cec6e/content  http://xom-tomcat:8080/xom-rest/assets/2b51bbf3-17ce-49f2-92fb-a9eed1048d30/content  http://xom-tomcat:8080/xom-rest/assets/c490eb1f-06a7-430e-a7c7-222a26fb2550/content  http://xom-tomcat:8080/xom-rest/assets/be7798e2-a3c7-4c4e-9cb0-726db927e8b2/content  http://xom-tomcat:8080/xom-rest/assets/7dbcd3fd-fc33-4e96-a587-5dec689ccf4d/content  http://xom-tomcat:8080/xom-rest/assets/74603002-83d4-42b2-bc68-33c297dc2646/content  http://xom-tomcat:8080/xom-rest/assets/18f22b7d-e3e6-4f68-9c3e-38c87f121de0/content  http://xom-tomcat:8080/xom-rest/assets/7f603d81-bac2-45a8-b0ea-b3504a1a2977/content  http://xom-tomcat:8080/xom-rest/assets/444e66af-e402-4736-89b5-af8ed598259c/content  http://xom-tomcat:8080/xom-rest/assets/6d51d0c4-2b7a-4ca6-bbb7-127059127c7c/content  http://xom-tomcat:8080/xom-rest/assets/8d44ae68-d848-477e-970b-ab9b0ddaec07/content  http://xom-tomcat:8080/xom-rest/assets/8b1d8671-0e4b-4669-a4c0-ef77a2a7fba6/content          Verpackung_Pikto_Merkmal  Verpackung_Pikto_Text  Verpackung_Pikto_Bild   Steuerungssystem  ON/OFF  http://xom-tomcat:8080/xom-rest/assets/96e424ee-3060-4bad-a01e-f1cafd8c2875/content   Farbtemperatur  3000 K  http://xom-tomcat:8080/xom-rest/assets/cbe7ded8-315b-44f8-a33e-863682e8bc65/content   Farbwiedergabeindex Ra  81   http://xom-tomcat:8080/xom-rest/assets/ad73cea0-796c-4a38-ad4e-232a7a21ffd0/content   Lichtstrom Φ (Verpackungslabel)  Phi 3400 lm     Lichtausbeute  113 lm/W     Schutzart_Verpackungslabel (Hilfsmerkmal)  IP65  http://xom-tomcat:8080/xom-rest/assets/a4493398-facf-47c9-9ac6-c85a94441d5a/content   Schutzklasse  I  http://xom-tomcat:8080/xom-rest/assets/504df24f-505a-438e-9f80-7da1844b4c36/content   Erfassungsreichweite quer  r 12 m  http://xom-tomcat:8080/xom-rest/assets/bfee4ee5-a95e-4e19-ba3e-3791d5a6e344/content         Item number  GTIN   EL10810138  4015120810138         GENERAL     Device category  Floodlights   Product information  The floodlights are intended for use outdoors. If used inside (e. g. below the ceiling) the heat cannot be sufficiently discharged where necessary. 
 
Intense sunlight over a longer period of time can change the color tone.   User interface  Adjusting controller   Remote controllable  false   Conformity  CE, EAC, RoHS, WEEE   Warranty  3 years         ATTACHMENT     Installation type  Surface mounting   Installation position  Wall   Type of connection  Screwed terminal   Connectable wire cross section  1.5 – 2.5 mm²   Number of contacts  3         HOUSING     Dimensions  Length 250 mm x Width 290 mm x Height 86 mm   Weight  1880 g   Material  Die-cast aluminium and UV-stabilised plastic   Protection type  IP65   Permissible ambient temperature  -25 °C...+40 °C   Impact resistance  IK08   Colour  black, similar to RAL 9005         ELECTRICAL VERSION     Control system  ON/OFF   Protection class  I   Nominal voltage  230 V ~ / 50 Hz   In-rush current  2.6 A / 290 µs   Leakage current  0.215 mA   Stand-by consumption  0.5 W         LIGHT     Diffuser  transparent   Light emission  direct   Beam angle  110 °   Flicker factor  <20 %   Rated output P  30 W   Luminous flux - min  3400 lm   Luminous flux - max  3400 lm   Luminous efficacy - min  113 lm/w   Luminous efficacy - max  113 lm/w   Colour temperature  3000 K   Colour rendering index R a  > 80   Colour tolerance  2 SDCM   L70B10 lifetime at 25°C  45000 h   Life time L70B50 at 25 °C  45000 h   Life time L80B10 at 25 °C  30000 h   Life time L80B50 at 25 °C *  30000 h   Life time L90B10 at 25 °C  15000 h   Life time L90B50 at 25 °C  15000 h         SENSORS     Detection angle  160°   Detection range diagonally  12 m   Detection range head-on  5 m   Range adjustment  mechanically with included cut to size lens mask   Field of detection  201 m²   Recommended installation height  2.5 m   Max. mounting height  4 m   Level of brightness  3 – 1000 lx   Switch-off delay time  10 s...15 min (adjustable in steps)         Channel   C1    Level of brightness/switching threshold  300 lx   Switch-off delay time  3 min           Product designation  Item number  Product description  GTIN   Mounting         FL WALL ARM 700 BK  EL10810534  Wall arm for floodlight, 700 mm, including adapter, black  4015120810534   FL GROUND SPIKE BK  EL10810558  Wall arm for floodlight, including adapter, black  4015120810558         (1) Diagonally (A)  12 m   (2) Frontal (B)  5 m  http://xom-tomcat:8080/xom-rest/assets/87082e95-3ddf-44b9-9fdd-375e330e583c/content  Standard operation with optional connection of external loads.

