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Product description

• LED moisture proof luminaire with opal (MILKY) cover (diffuser)

• Can be used as wall and ceiling light, size 1265 mm

• Integrated ballast (on/off), installation without further accessories

• Colour temperature: approx. 4000 K (neutral white)

Technical data

GENERAL

Device category Moisture proof luminaire

Included in delivery 4x mounting screws, 4x wall plugs, 2x mounting clips, 1x
cable duct

Remote controllable –

Conformity CE, EAC, RoHS, WEEE

Warranty 5 years

ATTACHMENT

Installation type Surface mounting

Installation position Ceiling / wall

Type of connection Push terminal

Connectable wire cross section 1.5 – 2.5 mm²

Number of contacts 5

HOUSING

Dimensions Length 1265 mm x Width 130 mm x Height 88 mm

Weight 2293 g

Material UV-resistant plastic

Protection type IP65

Permissible ambient temperature -20 °C...+45 °C

Impact resistance IK08

Colour light grey, similar to RAL 7035

Glow wire test in accordance with IEC 60695-2-10 850 °C

ELECTRICAL VERSION

Control system ON/OFF

Protection class I

Nominal voltage 220 – 240 V ~ / 50 – 60 Hz

In-rush current 20.6 A / 303 µs

Leakage current 0.062 mA

Stand-by consumption 0 W

LIGHT

Diffuser opal

Light emission direct

Beam angle 180 °

UniIed Glare Rating ≤ 25

Flicker factor < 3 %

Rated output P 39 W

Luminous Mux - min 3750 lm

Luminous Mux - max 3750 lm

Luminous efIcacy - min 96 lm/w

Luminous efIcacy - max 96 lm/w

Colour temperature 4100 K

Colour rendering index Ra > 80

Colour tolerance 4 SDCM

Color Quality Scale ≥ 81

L70B10 lifetime at 25°C 80000 h

Life time L70B50 at 25 °C 85000 h

Life time L80B10 at 25 °C 50000 h

Life time L80B50 at 25 °C * 55000 h

Life time L90B10 at 25 °C 25000 h

Life time L90B50 at 25 °C 25000 h

Photobiological safety RG0
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Accessories

Product designation Item number Product description GTIN

Mounting

OLIVIA CLAMP SET 10x EO10310188 Mounting clamps for diffuser from the OLIVIA series, 10 pcs, stainless steel 4015120310188

Dimension drawing Light distribution

Circuit diagram

Standard operation.

Detailed product description

• LED moisture proof luminaire with opal (MILKY) cover (diffuser)

• Can be used as a wall or ceiling light, dimension 1265mm

• Excellent light quality

• Life time L80B50 at 25 °C *: 55000 h

• Installation without additional accessories

• Colour temperature approx. 4000 K (neutral white)
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          DATA SHEET  Product description  Technical data  Accessories  Dimension drawing  Detection range  Factory settings  CHANNELS (LIGHTING / HVAC)  System components  EO10310102  OLIVIA MPL 1265 OP 3800 840 IP65    LED moisture proof luminaire with opal (MILKY) cover (diffuser) Can be used as wall and ceiling light, size 1265 mm Integrated ballast (on/off), installation without further accessories Colour temperature: approx. 4000 K (neutral white)
    LED moisture proof luminaire with opal (MILKY) cover (diffuser) Can be used as a wall or ceiling light, dimension 1265mm Excellent light quality Life time L80B50 at 25 °C *: 55000 h Installation without additional accessories Colour temperature approx. 4000 K (neutral white)  Field of detections  Light distribution  Light distribution  Light distribution  Circuit diagram  Planning aids  Detailed product description  Assembly drawing  General note  http://xom-tomcat:8080/xom-rest/assets/30f8ed8c-6fb3-485e-9419-17a4373d048f/content  http://xom-tomcat:8080/xom-rest/assets/f806b82d-4c68-4df4-933c-f946da3eb855/content  http://xom-tomcat:8080/xom-rest/assets/55901351-3236-4048-8eb1-69373698cd48/content  http://xom-tomcat:8080/xom-rest/assets/41166394-14bb-49d6-96cf-8d65b94fc053/content  http://xom-tomcat:8080/xom-rest/assets/6815ca72-28b4-4206-86cc-0c3e169cec6e/content  http://xom-tomcat:8080/xom-rest/assets/8b1d8671-0e4b-4669-a4c0-ef77a2a7fba6/content  http://xom-tomcat:8080/xom-rest/assets/31c53976-bf98-4251-a697-b678c6b5c0ec/content  http://xom-tomcat:8080/xom-rest/assets/2b51bbf3-17ce-49f2-92fb-a9eed1048d30/content  http://xom-tomcat:8080/xom-rest/assets/4226b055-b642-4894-b051-0437016f1e82/content  http://xom-tomcat:8080/xom-rest/assets/7972d188-7f3e-4abb-ad41-013b136c5d9d/content  http://xom-tomcat:8080/xom-rest/assets/8402a420-052c-4a54-bc61-e92d4a6da0e0/content          Verpackung_Pikto_Merkmal  Verpackung_Pikto_Text  Verpackung_Pikto_Bild   Steuerungssystem  ON/OFF  http://xom-tomcat:8080/xom-rest/assets/96e424ee-3060-4bad-a01e-f1cafd8c2875/content   Farbtemperatur  4100 K  http://xom-tomcat:8080/xom-rest/assets/3ebb8049-d742-480d-9c6c-a6d83e883a9d/content   Farbwiedergabeindex Ra  82   http://xom-tomcat:8080/xom-rest/assets/8b67994a-714a-4260-b11f-2289553df77f/content   Lichtstrom Φ (Verpackungslabel)  Phi 3750 lm     Lichtausbeute  96 lm/W     Unified Glare Rating  ≤ 25  http://xom-tomcat:8080/xom-rest/assets/84f49cf8-dd24-4757-a79e-7e82779f7264/content   Schutzart_Verpackungslabel (Hilfsmerkmal)  IP65  http://xom-tomcat:8080/xom-rest/assets/a4493398-facf-47c9-9ac6-c85a94441d5a/content   Schutzklasse  I  http://xom-tomcat:8080/xom-rest/assets/504df24f-505a-438e-9f80-7da1844b4c36/content   Erfassungsreichweite quer             Item number  GTIN   EO10310102  4015120310102         GENERAL     Device category  Moisture proof luminaire   Included in delivery  4x mounting screws, 4x wall plugs, 2x mounting clips, 1x cable duct   Remote controllable  false   Conformity  CE, EAC, RoHS, WEEE   Warranty  5 years         ATTACHMENT     Installation type  Surface mounting   Installation position  Ceiling / wall   Type of connection  Push terminal   Connectable wire cross section  1.5 – 2.5 mm²   Number of contacts  5         HOUSING     Dimensions  Length 1265 mm x Width 130 mm x Height 88 mm   Weight  2293 g   Material  UV-resistant plastic   Protection type  IP65   Permissible ambient temperature  -20 °C...+45 °C   Impact resistance  IK08   Colour  light grey, similar to RAL 7035   Glow wire test in accordance with IEC 60695-2-10  850 °C         ELECTRICAL VERSION     Control system  ON/OFF   Protection class  I   Nominal voltage  220 – 240 V ~ / 50 – 60 Hz   In-rush current  20.6 A / 303 µs   Leakage current  0.062 mA   Stand-by consumption  0 W         LIGHT     Diffuser  opal   Light emission  direct   Beam angle  180 °   Unified Glare Rating  ≤ 25   Flicker factor  < 3 %   Rated output P  39 W   Luminous flux - min  3750 lm   Luminous flux - max  3750 lm   Luminous efficacy - min  96 lm/w   Luminous efficacy - max  96 lm/w   Colour temperature  4100 K   Colour rendering index R a  > 80   Colour tolerance  4 SDCM   Color Quality Scale  ≥ 81   L70B10 lifetime at 25°C  80000 h   Life time L70B50 at 25 °C  85000 h   Life time L80B10 at 25 °C  50000 h   Life time L80B50 at 25 °C *  55000 h   Life time L90B10 at 25 °C  25000 h   Life time L90B50 at 25 °C  25000 h   Photobiological safety  RG0           Product designation  Item number  Product description  GTIN   Mounting         OLIVIA CLAMP SET 10x  EO10310188  Mounting clamps for diffuser from the OLIVIA series, 10 pcs, stainless steel  4015120310188  http://xom-tomcat:8080/xom-rest/assets/f380917b-2df4-4569-8caa-5cf2dcb8bde9/content  Standard operation.

