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Product description

• DALI-2-certi�ed BMS ceiling-mounted presence detector with 360° �eld of detection

• Range of up to 8 m in diameter at a recommended installation height of 3 m

• Ultra-compact design for installation in baf'e ceilings with suitable holder (accessory)

• Input device with integrated PIR sensor and light sensor for DALI-2 commands in line with IEC
62386-303/304

• For decentralized lighting control in combination with APC control unit (presence detector with integrated
control unit or SMARTCONTROLLER)

• Alternative: simple integration into third-party building management systems

• Interoperability in accordance with DALI-2 standard

Technical data

GENERAL

Device category Ceiling-mounted presence detector

User interface DALI-Bus

Remote controllable –

Conformity CE, EAC, RoHS, WEEE

Warranty 5 years

ATTACHMENT

Installation type Recessed mounting

Installation position Ceiling

Type of connection Open end

Connectable wire cross section 0.6 – 0.8 mm²

HOUSING

Dimensions Height 60 mm, Ø 33 mm

Weight 109 g

Material UV-stabilised PE

Protection type IP55

Permissible ambient temperature -25 °C...+50 °C

Relative humidity 5 – 95 %, non-condensing

Colour white, opal matt

ELECTRICAL VERSION

Control system DALI-2

DALI-2 device type Input device in accordance with -303 (presence and
motion detectors), Input device in accordance with -304
(light sensor)

Protection class III

Nominal voltage 9.5 – 22.5 V DC

No load current DALI 6 mA

Peak current DALI 12 mA

SENSORS

Detection angle 360°

Detection range diagonally Ø 8 m

Detection range head-on Ø 5 m

Detection range presence Ø 3 m

Field of detection up to 50 m²

Recommended installation height 3 m

Max. mounting height 5 m

Light measurement mixed light

Level of brightness 10 – 2000 lx

CHANNELS (LIGHTING / HVAC)

Push button input HVAC –

Slave input –

Constant light control –

Switch-on time 600 ms

Channel C1

Function Send values

Switch contact Bus system

Push button input –

Impulse mode –
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Factory settings

GENERAL

Sensitivity 100 %

Accessories

Product designation Item number Product description GTIN

Adapter

COMPACT MINI SPOTLIGHT ADAPTER 51/25 EP10426391 Adapter for COMPACT MINI (8 m and 12 m) series for installing motion and presence detectors in spotlights (illuminant size
QR-CBC51-Ø 51 mm) with retaining ring

4015120426391

Push button

PUSH BUTTON x2 DALI-2 WH EP10431609 2-way button for DALI-2 4015120431609

PUSH BUTTON x4 DALI-2 WH EP10431616 4-way button for DALI-2 4015120431616

PUSH BUTTON x6 DALI-2 WH EP10431623 6-way button for DALI-2 4015120431623

PUSH BUTTON x8 DALI-2 WH EP10431630 8-way button for DALI-2 4015120431630

Repeater

REPEATER PS IEC 62386 EP10431371 Universal signal ampli�er (repeater) with integrated bus voltage supply (150 mA) for extending the DALI cable length. 4015120431371

Dimension drawing Field of detections Detection range

 Diagonally (A) Ø 8 m

 Frontal (B) Ø 5 m

 Presence area (C) Ø 3 m
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Circuit diagram

Standard operation.

Detailed product description

• DALI-2-certi�ed BMS ceiling-mounted presence detector with 360° �eld of detection

• Range of up to 8 m in diameter at a recommended installation height of 3 m

• Ultra-compact design for installation in baf'e ceilings with suitable holder (accessory)

• Input device with integrated PIR sensor and light sensor for DALI-2 commands in line with IEC 62386-303/304

• For decentralized lighting control in combination with APC control unit (presence detector with integrated
control unit or SMARTCONTROLLER)

• Alternative: simple integration into third-party building management systems

• Interoperability in accordance with DALI-2 standard
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          DATA SHEET  Product description  Technical data  Accessories  Dimension drawing  Detection range  Factory settings  CHANNELS (LIGHTING / HVAC)  System components  EP10423048  PD-C 360/8 mini BMS DALI-2    DALI-2-certified BMS ceiling-mounted presence detector with 360° field of detection Range of up to 8 m in diameter at a recommended installation height of 3 m Ultra-compact design for installation in baffle ceilings with suitable holder (accessory) Input device with integrated PIR sensor and light sensor for DALI-2 commands in line with IEC 62386-303/304 For decentralized lighting control in combination with APC control unit (presence detector with integrated control unit or SMARTCONTROLLER) Alternative: simple integration into third-party building management systems Interoperability in accordance with DALI-2 standard
    DALI-2-certified BMS ceiling-mounted presence detector with 360° field of detection Range of up to 8 m in diameter at a recommended installation height of 3 m Ultra-compact design for installation in baffle ceilings with suitable holder (accessory) Input device with integrated PIR sensor and light sensor for DALI-2 commands in line with IEC 62386-303/304 For decentralized lighting control in combination with APC control unit (presence detector with integrated control unit or SMARTCONTROLLER) Alternative: simple integration into third-party building management systems Interoperability in accordance with DALI-2 standard  Field of detections  Light distribution  Light distribution  Light distribution  Circuit diagram  Planning aids  Detailed product description  Assembly drawing  General note  http://xom-tomcat:8080/xom-rest/assets/49f9dc88-8092-4530-bbdf-44c66f71e328/content  http://xom-tomcat:8080/xom-rest/assets/f806b82d-4c68-4df4-933c-f946da3eb855/content  http://xom-tomcat:8080/xom-rest/assets/e25898cf-4f42-432d-a14a-9bb818a96f90/content  http://xom-tomcat:8080/xom-rest/assets/0ff1629e-7cca-453f-82e7-92b8fc7d2f29/content  http://xom-tomcat:8080/xom-rest/assets/28f68e9f-b071-41c5-a3f8-9b86e44af435/content  http://xom-tomcat:8080/xom-rest/assets/bc8580ef-4877-43b2-87e1-31351685a0b8/content  http://xom-tomcat:8080/xom-rest/assets/4bffe85b-9c0d-4748-a410-11671489b685/content  http://xom-tomcat:8080/xom-rest/assets/a4ab0814-7844-4f1d-a965-79c02f6b9dc2/content  http://xom-tomcat:8080/xom-rest/assets/c264c66d-ff6a-4cc0-a9bf-c4bce5450766/content  http://xom-tomcat:8080/xom-rest/assets/2d4533e1-bc16-43fe-9994-a47a54d8360b/content          Verpackung_Pikto_Merkmal  Verpackung_Pikto_Text  Verpackung_Pikto_Bild   Erfassungsreichweite quer  Ø 8 m  http://xom-tomcat:8080/xom-rest/assets/38407300-de60-4e7b-9028-8221edad3df9/content   Erfassungswinkel_ETIM  360°  http://xom-tomcat:8080/xom-rest/assets/516cc1a9-92fd-47fb-9b0b-de3c1494a696/content   Steuerungssystem  DALI-2  http://xom-tomcat:8080/xom-rest/assets/8c2959a4-317e-42a2-842b-60a2379b3c8c/content   Schutzart_Verpackungslabel (Hilfsmerkmal)  IP55  http://xom-tomcat:8080/xom-rest/assets/14561cfa-0bb9-4809-aee1-d74f412381b4/content   Anzahl Lichtkanäle (Hilfsmerkmal)       Anzahl HLK-Kanäle (Hilfsmerkmal)       Montage_Verpackungslabel (gemappt)  Einbau_Decke  http://xom-tomcat:8080/xom-rest/assets/4e99ff89-2dd1-4c20-9916-08c0848896f0/content   N_COMMUNICATION_IR       Akustiksensor_Verpackungslabel (Hilfsmerkmal)       Temperatursensor_Verpackungslabel       Luftfeuchtigkeit_Verpackungslabel       VOC_Verpackungslabel             Item number  GTIN   EP10423048  4015120423048         GENERAL     Device category  Ceiling-mounted presence detector   User interface  DALI-Bus   Remote controllable  false   Conformity  CE, EAC, RoHS, WEEE   Warranty  5 years         ATTACHMENT     Installation type  Recessed mounting   Installation position  Ceiling   Type of connection  Open end   Connectable wire cross section  0.6 – 0.8 mm²         HOUSING     Dimensions  Height 60 mm, Ø 33 mm   Weight  109 g   Material  UV-stabilised PE   Protection type  IP55   Permissible ambient temperature  -25 °C...+50 °C   Relative humidity  5 – 95 %, non-condensing   Colour  white, opal matt         ELECTRICAL VERSION     Control system  DALI-2   DALI-2 device type  Input device in accordance with -303 (presence and motion detectors), Input device in accordance with -304 (light sensor)   Protection class  III   Nominal voltage  9.5 – 22.5 V DC   No load current DALI  6 mA   Peak current DALI  12 mA         SENSORS     Detection angle  360°   Detection range diagonally  Ø 8 m   Detection range head-on  Ø 5 m   Detection range presence  Ø 3 m   Field of detection  up to 50 m²   Recommended installation height  3 m   Max. mounting height  5 m   Light measurement  mixed light   Level of brightness  10 – 2000 lx         CHANNELS (LIGHTING / HVAC)     Push button input HVAC  false   Slave input  false   Constant light control  false   Switch-on time  600 ms         Channel   C1    Function  Send values   Switch contact  Bus system   Push button input  false   Impulse mode  false         GENERAL     Sensitivity  100 %           Product designation  Item number  Product description  GTIN   Adapter         COMPACT MINI SPOTLIGHT ADAPTER 51/25  EP10426391  Adapter for COMPACT MINI (8 m and 12 m) series for installing motion and presence detectors in spotlights (illuminant size QR-CBC51-Ø 51 mm) with retaining ring  4015120426391   Push button         PUSH BUTTON x2 DALI-2 WH  EP10431609  2-way button for DALI-2  4015120431609   PUSH BUTTON x4 DALI-2 WH  EP10431616  4-way button for DALI-2  4015120431616   PUSH BUTTON x6 DALI-2 WH  EP10431623  6-way button for DALI-2  4015120431623   PUSH BUTTON x8 DALI-2 WH  EP10431630  8-way button for DALI-2  4015120431630   Repeater         REPEATER PS IEC 62386  EP10431371  Universal signal amplifier (repeater) with integrated bus voltage supply (150 mA) for extending the DALI cable length.  4015120431371         (1) Diagonally (A)  Ø 8 m   (2) Frontal (B)  Ø 5 m   (3) Presence area (C)  Ø 3 m  http://xom-tomcat:8080/xom-rest/assets/d78fa3d4-8e9a-4b87-8381-be0be55b098d/content  Standard operation.

