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Product description

* 8-way button to act as certified DALI-2input device

* Individual function allocation using application controller (DALI-2 control unit)

« Function assignments of buttons can be individually labelled

* Power supply from DALI bus

« Compatible with 55 mm frames from most manufacturers

GENERAL Permissible ambient temperature -20°C..+50°C
Device category Push button Relative humidity max. 80 %, non-condensing
Conformity CE, RoHS, WEEE, EAC Colour white
Warranty 5years Compatible with switch range BERKER: S1, B1, B3, B7 glass
GIRA: Standard55, E2, Event, Esprit

ATTACHMENT :‘;JEI\IRGTEI:\JS(I)\;I)’sﬁpaI:tS, M-Arc, M-Plan
Installation type Recessed mounting
Installation position Wall ELECTRICAL VERSION
Type of connection Push terminal Control system DALI2
Connectable wire cross section 0.2-15mm’ Protection class M

Nominal voltage 12.5-22.5VDC
HOUSING No load current DALI 2mA
Dimensions Length 80.5 mm x Width 80.5 mm x Height 21.5 mm Peak current DALI 10mA
Weight 62q
Material UV-resistant plastic AUTOMATION
Protection type P20 Bus voltage 12-12,5VC
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Master/slave connection for presence detectors: a maximum of 8 slave devices may be connected to one master.

Detailed product description

« 8-way button to act as certified DALI-2input device

« Individual function allocation using application controller (DALI-2 control unit)
« Function assignments of buttons can be individually labelled

* Power supply from DAL bus

« Compatible with 55 mm frames from most manufacturers
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          DATA SHEET  Product description  Technical data  Accessories  Dimension drawing  Detection range  Factory settings  CHANNELS (LIGHTING / HVAC)  System components  EP10431630  PUSH BUTTON x8 DALI-2 WH   
 8-way button to act as certified DALI-2 input device
 Individual function allocation using application controller (DALI-2 control unit)
 Function assignments of buttons can be individually labelled
 Power supply from DALI bus
 Compatible with 55 mm frames from most manufacturers

   
 8-way button to act as certified DALI-2 input device
 Individual function allocation using application controller (DALI-2 control unit)
 Function assignments of buttons can be individually labelled
 Power supply from DALI bus
 Compatible with 55 mm frames from most manufacturers
  Field of detections  Light distribution  Light distribution  Light distribution  Circuit diagram  Planning aids  Detailed product description  Assembly drawing  General note  http://xom-tomcat:8080/xom-rest/assets/411c59d9-0297-4faf-ab3b-2e3d20042098/content  http://xom-tomcat:8080/xom-rest/assets/f806b82d-4c68-4df4-933c-f946da3eb855/content  http://xom-tomcat:8080/xom-rest/assets/41ebc79c-10d3-4462-85c5-f12df0697c01/content  http://xom-tomcat:8080/xom-rest/assets/4bffe85b-9c0d-4748-a410-11671489b685/content          Verpackung_Pikto_Merkmal  Verpackung_Pikto_Text  Verpackung_Pikto_Bild   Steuerungssystem  DALI-2  http://xom-tomcat:8080/xom-rest/assets/8c2959a4-317e-42a2-842b-60a2379b3c8c/content   Nennspannung_Verpackungslabel  12.5 – 22.5 V DC     Schutzart_Verpackungslabel (Hilfsmerkmal)  IP20  http://xom-tomcat:8080/xom-rest/assets/e86c4f3c-254b-4e98-83f7-5836a26d9e18/content   Schutzklasse  III  http://xom-tomcat:8080/xom-rest/assets/33edcd9f-71f9-4e45-8f79-6d2b13034ae4/content         Item number  GTIN   EP10431630  4015120431630         GENERAL     Device category  Push button   Conformity  CE, RoHS, WEEE, EAC   Warranty  5 years         ATTACHMENT     Installation type  Recessed mounting   Installation position  Wall   Type of connection  Push terminal   Connectable wire cross section  0.2 – 1.5 mm²         HOUSING     Dimensions  Length 80.5 mm x Width 80.5 mm x Height 21.5 mm   Weight  62 g   Material  UV-resistant plastic   Protection type  IP20   Permissible ambient temperature  -20 °C...+50 °C   Relative humidity  max. 80 %, non-condensing   Colour  white   Compatible with switch range  BERKER: S1, B1, B3, B7 glass 
GIRA: Standard55, E2, Event, Esprit 
JUNG: A500, Aplus 
MERTEN: M-smart, M-Arc, M-Plan          ELECTRICAL VERSION     Control system  DALI-2   Protection class  III   Nominal voltage  12.5 – 22.5 V DC   No load current DALI  2 mA   Peak current DALI  10 mA         AUTOMATION     Bus voltage  12 - 22,5 V DC  http://xom-tomcat:8080/xom-rest/assets/bf796dee-ec27-4eca-8508-94616138f389/content  http://xom-tomcat:8080/xom-rest/assets/17513316-ef61-4ec2-ab53-943a6202856e/content  Standard operation.  Master/slave connection for presence detectors: a maximum of 8 slave devices may be connected to one master.

